4

THIS COPY

IS PROVIDED ON A RESTRICTED BASIS AND

IS NOT TO BE USED

IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

l.

7.

8.

PANDUIT PART NO. WEIGHT

12.0 LBS/EACH
R4PRT 5.45 KGS/EACH

VISIT OUR ON-LINE CATALOG AT
WWW.PANDUIT.COM FOR A LIST OF

CURRENT PARTS APPLICABLE FOR

USE WITH THIS PRODUCT.

DIMENSIONS IN PARENTHESIS

ARE METRIC.

45 AVAILABLE RACK SPACES.

ETA UNIVERSAL STANDARD HOLE PROGRESSION
ON BOTH RAILS

.625", .625", .500", .625", .625", .500"...ETC.
RAILS WILL MOUNT ON PANDUIT'S NEWER 7 FOOT 4
POST RACKS.

PART [NCLUDES:

l- TAPPED LEFT REAR

l- TAPPED RIGHT REAR

6- 5/16-18 X 374" SERRATED HEX WASHERHEAD BOLTS

6- 5/16-18 DUAL WELD NUTS

6- 5/16 GROUND WASHERS

RU SPACING NUMBERS ARE CLEARLY PRINTED ON
MOUNTING RAILS.

RAILS CAN MOUNTED NUMBERS UP OR NUMBERS DOWN.

SEE INSTRUCTION SHEET FOR INSTALLATION METHOD.

>

MODEL F ILENAME

V106/9ZW /00

CAD F ILENAME/LAYERS

V106792ZW_DC/00A

FANDU T T com. smer o, oo

R4PRT - 7 FOOT TAPPED RAILS KIT

CUSTOMER DRAWING
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