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MANUEL D’UTILISATION  
NEONFLEXS

1. Schémas 
A) Courbures gauche/droite

B) Courbures haut/bas

ATTENTION 

5550802 - 2700K 
5550803 - 3000K
5550804 - 4000K 

5549512 - 2700K 
5549513 - 3000K 
5549514 - 4000K

5549532 - 2700K 
5549533 - 3000K 
5549534 - 4000K 
5549540 - RGB

5550862 - 2700K 
5550863 - 3000K 
5550864 - 4000K 
5550866 - RGBW 

5550812 - 2700K 
5550813 - 3000K 
5550814 - 4000K 

5549562 - 2700K 
5549563 - 3000K 
5549564 - 4000K

5550822 - 2700K 
5550823 - 3000K 
5550824 - 4000K 
5550824 - RGB

5550842 - 2700K 
5550843 - 3000K 
5550844 - 4000K 
5550845 - RGB

5550852 - 2700K 
5550853 - 3000K 
5550854 - 4000K 

5550855- RGB

5549552 - 2700K 
5549553 - 3000K
5549554 - 4000K

5550832 - 2700K 
5550833 - 3000K 
5550834 - 4000K 
5550835 - RGB 
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B) Installation du neonflex

Avertissements 

2. Installation 
A) Installation des supports 


