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Fiche produit
Caractéristiques

NSYVDASAVKIT
Kit SAV VDA

Principales
Gamme de produits Actassi
Type de produit ou
équipement

Kit de mise à la terre

Catégorie d'accessoire /
de pièce détachée

Accessoire de mise à la terre

Couleur Vert et jaune

Complémentaires
Compatibilité de gamme Actassi VDA
Emplacement de montage Porte de l'enveloppe
Raccordement Cosses
Isolement Isolé

Emballage
Type d'emballage 1 PCE
Nombre d'unité par paquet 1
Poids de l'emballage (Kg) 885 g
Hauteur de l'emballage 1 3 cm
Largeur de l'emballage 1 18 cm
Longueur de l'emballage 1 55 cm

Durabilité de l'offre
Régulation REACh Déclaration REACh
Sans SVHC REACh Oui
Directive RoHS UE Conformité pro-active (Produit en dehors du scope légal RoHS UE) Déclaration

RoHS UE
Sans mercure Oui
Information sur les exemptions RoHS Oui
Régulation RoHS Chine Déclaration RoHS Pour La Chine

Garantie contractuelle
Garantie 18 mois

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=93153600&lang=fr
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=93153600&lang=fr
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=93153600&lang=fr
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=93153600&lang=fr
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=93153600&lang=fr

