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Mod. 905/3 

Luminaires with WIDE optics 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 713 ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 713B ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 713M ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 713V ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 714 ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 2 x 6 LED 4000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 714B ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 2 x 6 LED 4000 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 714M ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 2 x 6 LED 4000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 715 ROAD [5] MEDIUM  5M  4000K  0,85A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 715B ROAD [5] MEDIUM  5M  4000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 715M ROAD [5] MEDIUM  5M  4000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 716 ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Stand-alone 40 °C WIDE optics 3 x 6 LED 4000 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 716B ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 3 x 6 LED 4000 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 716M ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 3 x 6 LED 4000 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 71330K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 713B30K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 713M30K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 71430K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 714B30K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 2 x 6 LED 3000 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 714M30K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 2 x 6 LED 3000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 71530K ROAD [5] MEDIUM  5M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 2 x 6 LED 3000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 715B30K ROAD [5] MEDIUM  5M  3000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 715M30K ROAD [5] MEDIUM  5M  3000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 71630K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 716B30K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 3 x 6 LED 3000 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 716M30K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 3 x 6 LED 3000 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 71357K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 713B57K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 713M57K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 71457K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 714B57K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 2 x 6 LED 5700 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 714M57K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 2 x 6 LED 5700 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 71557K ROAD [5] MEDIUM  5M  5700K  0,85A  Class I  IP66  Stand-alone 40 °C WIDE optics 2 x 6 LED 5700 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 715B57K ROAD [5] MEDIUM  5M  5700K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 715M57K ROAD [5] MEDIUM  5M  5700K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 71657K ROAD [5] MEDIUM  6M  5700K  0,85A  Class I  IP66  Stand-alone 40 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 716B57K ROAD [5] MEDIUM  6M  5700K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 3 x 6 LED 5700 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 716M57K ROAD [5] MEDIUM  6M  5700K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 3 x 6 LED 5700 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input power Rated voltage 

GW R5 773 ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 773B ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 773M ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 774 ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 774B ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 2 x 6 LED 4000 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 774M ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 2 x 6 LED 4000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 775 ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 2 x 6 LED 4000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 775B ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 775M ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 776 ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 776B ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 3 x 6 LED 4000 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 776M ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 3 x 6 LED 4000 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 77330K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 773B30K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 773M30K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 77430K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 774B30K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 2 x 6 LED 3000 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 774M30K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 2 x 6 LED 3000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 77530K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 2 x 6 LED 3000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 775B30K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 775M30K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 77630K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 776B30K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 3 x 6 LED 3000 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 776M30K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 3 x 6 LED 3000 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 77357K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 773B57K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 773M57K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 77457K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 774B57K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 2 x 6 LED 5700 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 774M57K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 2 x 6 LED 5700 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 77557K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 2 x 6 LED 5700 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 775B57K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 775M57K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 77657K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 776B57K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 3 x 6 LED 5700 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 776M57K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 3 x 6 LED 5700 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 613 ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 613B ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 613M ROAD [5] MEDIUM  3M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 614 ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 614B ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 2 x 6 LED 4000 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 614M ROAD [5] MEDIUM  4M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 2 x 6 LED 4000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 615 ROAD [5] MEDIUM  5M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 2 x 6 LED 4000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 615B ROAD [5] MEDIUM  5M  4000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 615M ROAD [5] MEDIUM  5M  4000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 616 ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 616B ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 3 x 6 LED 4000 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 616M ROAD [5] MEDIUM  6M  4000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 3 x 6 LED 4000 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 673 ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 673B ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 673M ROAD [5] MEDIUM  3M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 674 ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

4000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 674B ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 2 x 6 LED 4000 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 674M ROAD [5] MEDIUM  4M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 2 x 6 LED 4000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 675 ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 2 x 6 LED 4000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 675B ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 675M ROAD [5] MEDIUM  5M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 676 ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

4000 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 676B ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 3 x 6 LED 4000 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 676M ROAD [5] MEDIUM  6M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 3 x 6 LED 4000 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 61330K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 613B30K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 613M30K ROAD [5] MEDIUM  3M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 61430K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 614B30K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 2 x 6 LED 3000 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 614M30K ROAD [5] MEDIUM  4M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 2 x 6 LED 3000 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 61530K ROAD [5] MEDIUM  5M  3000K  0,85A  Class I  IP66  Stand-alone 40 °C HUGE optics 2 x 6 LED 3000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 615B30K ROAD [5] MEDIUM  5M  3000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 615M30K ROAD [5] MEDIUM  5M  3000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 61630K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 616B30K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 3 x 6 LED 3000 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 616M30K ROAD [5] MEDIUM  6M  3000K  0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 3 x 6 LED 3000 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 67330K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 673B30K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 673M30K ROAD [5] MEDIUM  3M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 67430K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

3000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 674B30K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 2 x 6 LED 3000 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 674M30K ROAD [5] MEDIUM  4M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 2 x 6 LED 3000 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 67530K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 2 x 6 LED 3000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 675B30K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 675M30K ROAD [5] MEDIUM  5M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 67630K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

3000 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 676B30K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 3 x 6 LED 3000 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 676M30K ROAD [5] MEDIUM  6M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 3 x 6 LED 3000 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 61357K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 613B57K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 115 W 220-240 V  50/60 Hz 

GW R5 613M57K ROAD [5] MEDIUM  3M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 113 W 220-240 V  50/60 Hz 

GW R5 61457K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 614B57K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 2 x 6 LED 5700 K 1,0 A 153 W 220-240 V  50/60 Hz 

GW R5 614M57K ROAD [5] MEDIUM  4M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 2 x 6 LED 5700 K 1,0 A 151 W 220-240 V  50/60 Hz 

GW R5 61557K ROAD [5] MEDIUM  5M  5700K  0,85A  Class I  IP66  Stand-alone 40 °C HUGE optics 2 x 6 LED 5700 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 615B57K ROAD [5] MEDIUM  5M  5700K   0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 161 W 220-240 V  50/60 Hz 

GW R5 615M57K ROAD [5] MEDIUM  5M  5700K   0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 159 W 220-240 V  50/60 Hz 

GW R5 61657K ROAD [5] MEDIUM  6M  5700K   0,85A  Class I  IP66  Stand-alone 40 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,85 A 165 W 220-240 V  50/60 Hz 

GW R5 616B57K ROAD [5] MEDIUM  6M  5700K   0,85A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 3 x 6 LED 5700 K 0,85 A 187 W 220-240 V  50/60 Hz 

GW R5 616M57K ROAD [5] MEDIUM  6M  5700K   0,85A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 3 x 6 LED 5700 K 0,85 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
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Rated voltage 

GW R5 67357K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 673B57K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 81 W 220-240 V  50/60 Hz 

GW R5 673M57K ROAD [5] MEDIUM  3M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 79 W 220-240 V  50/60 Hz 

GW R5 67457K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
1 x 6 LED 

5700 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 674B57K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 2 x 6 LED 5700 K 0,7 A 108 W 220-240 V  50/60 Hz 

GW R5 674M57K ROAD [5] MEDIUM  4M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 2 x 6 LED 5700 K 0,7 A 106 W 220-240 V  50/60 Hz 

GW R5 67557K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 2 x 6 LED 5700 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 675B57K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 134 W 220-240 V  50/60 Hz 

GW R5 675M57K ROAD [5] MEDIUM  5M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 132 W 220-240 V  50/60 Hz 

GW R5 67657K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 
1 x 3 LED 
2 x 6 LED 

5700 K 0,7 A 159 W 220-240 V  50/60 Hz 

GW R5 676B57K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 3 x 6 LED 5700 K 0,7 A 161 W 220-240 V  50/60 Hz 

GW R5 676M57K ROAD [5] MEDIUM  6M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 3 x 6 LED 5700 K 0,7 A 159 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input power Rated voltage 

GW R5 711 ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 711B ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 711M ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 711V ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66   40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 712 ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 712B ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 712M ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 712V ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 731 ROAD [5] MINI  1M  4000K  0,35A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 3 LED 4000 K 0,35 A 13 W 220-240 V  50/60 Hz 

GW R5 771 ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 771B ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 28 W 220-240 V  50/60 Hz 

GW R5 771M ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 772 ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 6 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 

GW R5 772B ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 6 LED 4000 K 0,7 A 54 W 220-240 V  50/60 Hz 

GW R5 772M ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 6 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 71130K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 711B30K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 711M30K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 71230K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 3 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 712B30K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 712M30K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 6 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 73130K ROAD [5] MINI  1M  3000K  0,35A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 6 LED 4000 K 0,35 A 13 W 220-240 V  50/60 Hz 

GW R5 77130K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 6 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 771B30K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 28 W 220-240 V  50/60 Hz 

GW R5 771M30K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 77230K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 

GW R5 772B30K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 3 LED 4000 K 0,7 A 54 W 220-240 V  50/60 Hz 

GW R5 772M30K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 6 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 71157K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 3 LED 5700 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 711B57K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 3 LED 5700 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 711M57K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 3 LED 5700 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 71257K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C WIDE optics 1 x 3 LED 5700 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 712B57K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C WIDE optics 1 x 6 LED 5700 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 712M57K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C WIDE optics 1 x 6 LED 5700 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 73157K ROAD [5] MINI  1M  5700K  0,35A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 6 LED 5700 K 0,35 A 13 W 220-240 V  50/60 Hz 

GW R5 77157K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 6 LED 5700 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 771B57K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 3 LED 5700 K 0,7 A 28 W 220-240 V  50/60 Hz 

GW R5 771M57K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 3 LED 5700 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 77257K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C WIDE optics 1 x 3 LED 5700 K 0,7 A 53 W 220-240 V  50/60 Hz 

GW R5 772B57K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C WIDE optics 1 x 3 LED 5700 K 0,7 A 54 W 220-240 V  50/60 Hz 

GW R5 772M57K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C WIDE optics 1 x 6 LED 5700 K 0,7 A 53 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 611 ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 611B ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 3 LED 4000 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 611M ROAD [5] MINI  1M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 3 LED 4000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 612 ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 612B ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 6 LED 4000 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 612M ROAD [5] MINI  2M  4000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 6 LED 4000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 631 ROAD [5] MINI  1M  4000K  0,35A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 4000 K 0,35 A 13 W 220-240 V  50/60 Hz 

GW R5 671 ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 671B ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 4000 K 0,7 A 28 W 220-240 V  50/60 Hz 

GW R5 671M ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 3 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 672 ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 3 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 

GW R5 672B ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 4000 K 0,7 A 54 W 220-240 V  50/60 Hz 

GW R5 672M ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 6 LED 4000 K 0,7 A 53 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 61130K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 3000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 611B30K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 3 LED 3000 K 1,0 A 39 W 220-240 V  50/60 Hz 

GW R5 611M30K ROAD [5] MINI  1M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 3 LED 3000 K 1,0 A 38 W 220-240 V  50/60 Hz 

GW R5 61230K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 3000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 612B30K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 6 LED 3000 K 1,0 A 77 W 220-240 V  50/60 Hz 

GW R5 612M30K ROAD [5] MINI  2M  3000K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 6 LED 3000 K 1,0 A 76 W 220-240 V  50/60 Hz 

GW R5 63130K ROAD [5] MINI  1M  3000K  0,35A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 3000 K 0,35 A 13 W 220-240 V  50/60 Hz 

GW R5 67130K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 3000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 671B30K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 3000 K 0,7 A 28 W 220-240 V  50/60 Hz 

GW R5 671M30K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 3 LED 3000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 67230K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 3 LED 3000 K 0,7 A 53 W 220-240 V  50/60 Hz 

GW R5 672B30K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 3000 K 0,7 A 54 W 220-240 V  50/60 Hz 

GW R5 672M30K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 6 LED 3000 K 0,7 A 53 W 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 61157K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 611B57K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 3 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 611M57K ROAD [5] MINI  1M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 3 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 61257K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Stand-alone 40 °C HUGE optics 1 x 3 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 612B57K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Bi-power with self-learning 40 °C HUGE optics 1 x 6 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 612M57K ROAD [5] MINI  2M  5700K  1,0A  Class I  IP66  Dimmable 1-10V 40 °C HUGE optics 1 x 6 LED 5700 K 1,0 A 220-240 V  50/60 Hz 

GW R5 63157K ROAD [5] MINI  1M  5700K  0,35A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 5700 K 0,35 A 220-240 V  50/60 Hz 

GW R5 67157K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 6 LED 5700 K 0,7 A 220-240 V  50/60 Hz 

GW R5 671B57K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 5700 K 0,7 A 220-240 V  50/60 Hz 

GW R5 671M57K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 3 LED 5700 K 0,7 A 220-240 V  50/60 Hz 

GW R5 67257K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Stand-alone 50 °C HUGE optics 1 x 3 LED 5700 K 0,7 A 220-240 V  50/60 Hz 

GW R5 672B57K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Bi-power with self-learning 50 °C HUGE optics 1 x 3 LED 5700 K 0,7 A 220-240 V  50/60 Hz 

GW R5 672M57K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C HUGE optics 1 x 6 LED 5700 K 0,7 A 220-240 V  50/60 Hz 
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Mod. 905/3 

Type Ref. Description ta Type of optics 
Light 

Source 
CCT 

LED Drive 
current 

Input 
power 

Rated voltage 

GW R5 871M ROAD [5] MINI  1M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 3 LED 4000 K 0,7 A 13 W 220-240 V  50/60 Hz 

GW R5 872M ROAD [5] MINI  2M  4000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 6 LED 4000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 871M30K ROAD [5] MINI  1M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 3 LED 3000 K 0,7 A 13 W 220-240 V  50/60 Hz 

GW R5 872M30K ROAD [5] MINI  2M  3000K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 6 LED 3000 K 0,7 A 27 W 220-240 V  50/60 Hz 

GW R5 871M57K ROAD [5] MINI  1M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 3 LED 5700 K 0,7 A 13 W 220-240 V  50/60 Hz 

GW R5 872M57K ROAD [5] MINI  2M  5700K  0,7A  Class I  IP66  Dimmable 1-10V 50 °C 
Cycle and pedestrian 

optics 
1 x 6 LED 5700 K 0,7 A 27 W 220-240 V  50/60 Hz 

 
  

ROAD [O5] type  
(drive current and 
number of LEDs) 

LED CCT Optics 
max 

cd/klm 
lm cd 

Ethr  

LED module 
(lx) 

dthr  
(m) 

1A 18 LED 5700 K WIDE 622,8 23230  14468 943 3,92 

1A 18 LED 5700 K HUGE 14591 22076  660,9 943 3,93 

0,7A 6 LED 5700 K 
CYCLE-

PEDESTRIANS 
945,7 4069 3848 822 2,16 
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Mod. 905/3 

Thermal tests of clause 3.12 (12.4 of IEC 60598-1) were carried out also with inferior values of LED controlgear current output respect to the maximum current 
indicated on marking. The current limits at different ambient temperature are detailed in the following table: 

 

ROAD [5] 
Light  

source 
LED controlgear 

Max. LED controlgear  
current output 

ta 50°C ta 45°C ta 40°C 

STAND-ALONE / DIMMABLE 1-
10V 

and 

BI-POWER  
WITH  

SELF LEARNING 

MINI 1A 
3 LED 

PHILIPS mod. Xi LP 40W 0.3-0.1.0A SI  
230V S175 sXt 

0,85 A 0,85 A 1 A 

6 LED 
PHILIPS mod. Xi LP 75W 0.3-1.0A SI  

230V S240 sXt 
0,85 A 0,85 A 1 A 

MEDIUM 1A 

9 LED 
PHILIPS mod. Xi LP 150W 0.3-1.0A SI  

230V S240 sXt 
0,85 A 0,85 A 1 A 

12 LED 
PHILIPS mod. Xi LP 150W 0.3-1.0A SI  

230V S240 sXt 
0,85 A 0,85 A 1 A 

15 LED 
PHILIPS mod. Xi LP 150W 0.3-1.0A SI  

230V S240 sXt 
0,7 A 0,7 A 0,85 A 

18 LED 
PHILIPS mod. Xi LP 150W 0.3-1.0A SI  

230V S240 sXt 
0,7 A 0,7 A 0,85 A 

MINI 0,7A 
3 LED 

PHILIPS mod. Xi LP 40W 0.2-0.7A SI  
230V S175 sXt 

0,7 A 0,7 A 0,7 A 

6 LED 
PHILIPS mod. Xi LP 75W 0.2-0.7A SI  

230V S240 sXt 
0,7 A 0,7 A 0,7 A 

MEDIUM 0,7A 

9 LED 
PHILIPS mod. Xi LP 150W 0.2-0.7A SI  

230V S240 sXt 
0,7 A 0,7 A 0,7 A 

12 LED 
PHILIPS mod. Xi LP 150W 0.2-0.7A SI  

230V S240 sXt 
0,7 A 0,7 A 0,7 A 

15 LED 
PHILIPS mod. Xi LP 150W 0.2-0.7A SI  

230V S240 sXt 
0,7 A 0,7 A 0,7 A 

18 LED 
PHILIPS mod. Xi LP 150W 0.2-0.7A SI  

230V S240 sXt 
0,7 A 0,7 A 0,7 A 

DALI 

MINI 0,7A 
3 LED 

PHILIPS mod. Xi FP 40W 0.2-0.7A 
SNLDAE 230V S175 sXt 

0,7 A 0,7 A 0,7 A 

6 LED 
PHILIPS mod. Xi FP 75W 0.2-0.7A  

SNLDAE 230V S240 sXt 
0,7 A 0,7 A 0,7 A 

MEDIUM 0,7A 

9 LED 
PHILIPS mod. Xi FP 150W 0.2-0.7A  

SNLDAE 230V S240 sXt 
0,7 A 0,7 A 0,7 A 

12 LED 
PHILIPS mod. Xi FP 150W 0.2-0.7A  

SNLDAE 230V S240 sXt 
0,7 A 0,7 A 0,7 A 

15 LED 
PHILIPS mod. Xi FP 150W 0.2-0.7A  

SNLDAE 230V S240 sXt 
0,7 A 0,7 A 0,7 A 

18 LED 
PHILIPS mod. Xi FP 150W 0.2-0.7A  

SNLDAE 230V S240 sXt 
0,7 A 0,7 A 0,7 A 

 


