
This pump can be used to replace the following KS1000 models: KS1001ERTH23, 
KS1001FDCH23, KS1001FSCH23, KS1001HACO23, KS1001PDIT23, 
K1001SACO23, KS1001TATH23, KS1001TPMA23, KS1001VCIT23, KS1002A-
DAN23, KS1001SACO23, 
KS1006MQFR23.

COMPATIBLE WITH MARKET STANDARDS

Maintenance kit with centrifugal pump
For applications up to 20 kW
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ACC 00201
Adaptor
To reduce condensate tray / detector outlet diameter

Ø 22 mm out. to Ø 17 mm out.
For Si-30 / Si-33 / Si-10 / PE 5200

1 pc, blister  

ACC 00202
Adaptor 
To reduce condensate tray / detector outlet diameter

Ø 32 mm out. to Ø 17mm out. 
For Si-30 / Si-33 / Si-10  /  PE 5200

1 pc, blister  

ACC 00203
Adaptor
To reduce condenser / detector outlet diameter

Ø32 mm ext. to Ø17 mm ext. 
For Si-10 / Si-30 / Si-33  / PE 5200

1 pc, blister

ACC 00204
Straight and elbow connectors
To connect 2 tubes

For tubes Ø 6 mm int. (1/4’’ )
For Si-30 / Si-33 / Si-10

5 pc straight, 5 pc 
elbow in blister  

ACC 00205
Drain fitting  
For leak tight connection to the PVC drainage tube

For tubes Ø6 mm int. (1/4”) .
For Si-30 / Si-33 / Si-10

6 pc, blister

ACC 00207
Straight connectors
To connect 2 tubes

For Ø6 mm int. (3/8”) tube.
For Si-30 / Si-33 / Si-10

10 pc, blister

ACC 00208
90° Rubber elbow
To connect detector inlet 

Black rubber, Ø15 mm int. to Ø15 mm int
For Si-30 / Si-33/ Si-10

1 pc, blister   

ACC 00209
«S» type rubber hose. To lower the position of the 
detector in relation to the condensates tank.

Black rubber,  Ø15 mm int. to Ø15 mm int 
For Si-30 / Si-33 / Si-10

1 pc, blister   

ACC 00210
90° Rubber elbow.  To connect the detector inlet to 
the condensates tank

Black rubber,  Ø17 mm int. to Ø15 mm int.
For Si-30 / Si-33 / Si-10 1 pc, blister 

ACC 00211
“T” connector
To connect 3 hoses

For hoses Ø 6 mm int. (1/4”)
For Si-30 / Si-33 / Si-10

5 pc, blister

ACC 00213
Straight connectors
To connect 2 tubes

For hoses Ø 10 mm int. (3/8”)
For Si-82

5 pc, blister

ACC 00215
Drain fitting  
For leak tight connection to the PVC drainage tube

For hoses Ø 10 mm int. (3/8”).
For centrifugal pumps

3 pc, blister

ACC 00216
To prevent siphoning when the discharge point is 
lower than the detector level

For hoses Ø 6 mm (1/4”) 1 pc

ACC 00220
Rubber condensate outlet adaptor.
For rigid pipe

Ø10 mm (3/8”) to Ø20 mm (3/4”).
For centrifugal pumps

1 pc, blister

ACC 03225
Rubber adaptors 
To connect two different diameter pipes together

For tubes Ø 25 mm (1'')  to Ø 32 mm (1 1/4'')
For SI 1930

3 pc, blister

ACC 02040 Inlet adaptor
Ø 15/17 – 20 - 24/25 -32 - 40 mm
(5/8'' - 3/4'' - 1’’- 1” 1/4  - 1’’ ½)
For centrifugal pumps

1 pc, blister

ACC 00225
ACC 00230
ACC 00240

Rubber condensate inlet adaptors.
To connect two different diameter pipes together
 

ACC00225 : for tube Ø24-25 mm (1”)
ACC00230 : for tube Ø32mm (1¼”), 
ACC00240 : for tube Ø40mm  (1½”)

1 pc, blister  
1 pc, blister
1 pc, blister

ACC 00703 
ACC 00705

Extension cable
To increase the length between the detection unit 
and the pump

ACC 00703 : 3 m long, ACC00705 : 5m long
For Si-30 / Si-33

1 pc, blister  

ACC 00801 Check valve
For hose Ø 10 mm int. (3/8”)
For centrifugal pumps

1 pc, blister 

ACC 00805 Check valve  
For tubes Ø 6 mm int. (1/4”) 
For Si-30 / Si-33 / Si-10/ Si-60/ SI 2750

5 pc, blister

ACC 17010 In-line filter
For tubes Ø 6 mm int. (1/4”)
For Si-30 / Si-33

1 pc, Blister

SI 2958 Detection unit
For tube:* IN: Ø15 mm int. * OUT: Ø6 mm int. (1/4”)
For Si-30 / Si-33

1 pc, Blister

PH0100SIUN23 pH Safe 1
Neutralization cartidge For Si-82 1 pc

PE 5001 Replacement head for peristaltic pumps For peristaltic pumps 1 pc, blister  

PE 5002 Replacement tube 2 end pieces, 1 tube
For peristaltic pumps

1 pc, blister

PE 5003 Diameter reduction adaptor For Ø6 mm int. (1/4”) to Ø15 mm int. tube
For peristaltic pumps

1 pc, blister

ACCESSORIES




