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AR111 & PAR36 18.5W  Dimmer/Transformer Compatibility List - EUROPE

Transformer Dimmer	  -‐-‐>

DA
LI
	  c
on

tr
ol
le
r

0-‐
10
V

Po
te
nt
io
m
et
er

Ph
ili
ps
	  D
yn
al
ite

	  
DD

M
C8

02
GL

+D
GL

ED
40

1

Ph
ili
ps
	  D
yn
al
ite

	  
DD

M
C8

02
GL

+D
GL

M
40

2

Ph
ili
ps
	  D
yn
al
ite

	  
DD

M
C8

02
GL

+D
GT

M
40

2

EV
O
-‐D
DM

-‐3
05

-‐T
E

iL
ig
ht
	  S
CT

/S
CI
	  0
40

5S

He
lv
ar
	  D
ig
id
im

	  4
52

He
lv
ar
	  D
ig
id
im

	  4
54

	  
(T
ra
ili
ng
	  E
dg
e	  
O
nl
y)

He
lv
ar
	  4
58

/D
IM

8	  
Tr
ia
c	  

m
od

e	  
Di
m
	  ta

bl
e	  
5	  
(S
SL
)

Lu
tr
on

	  G
ra
ph

ic
	  E
ye
	  Q
SN

E-‐
4A

-‐D
	  (T

E	  
m
od

e)

Lu
tr
on

	  G
ra
ph

ic
	  E
ye
	  Q
SN

E-‐
4A

-‐D
	  (L
E	  
m
od

e)

Lu
tr
on

	  G
ra
ph

ic
	  E
ye
	  	  Q

SG
R-‐

6P
CE

	  +
	  N
GR

X-‐
EL
VI
-‐C
E

Lu
rt
on

	  C
CP

-‐1
L1
A-‐
24

0F
T-‐

LC
P-‐
CG

P1
31
9

Lu
na
to
ne

	  D
AL
IS
W
IT
CH

	  
PW

M
	  1
0W

	  8
64

59
57

2	  

Lu
na
to
ne

	  D
AL
I	  P
W
M
	  1
6W

	  
89
45
38
29

Europe

ABB ETR-‐DALI	  105	  230-‐12KF Electronic NC

ABB Speedy	  105 Electronic NC NC NC 59% NC NC NC 6% NC

Berker Tronic	  Trafo Electronic 14% 29% 0% 12% 13% 2% 47% 4% 8%

BLV 45600101 Electronic 16% 18% 26% 2% 12% 7%	  down,	  60%	  up 6% 40% 13% 6% 7%

DALCNET DLC1248-‐1CV-‐110 Electronic 4%

eldoLED LINEARdrive	  100 Electronic 1%

ELR AN12PWM Electronic 4%

Gira Tronic	  Trafo Electronic 11% 25% 9% 22% 6%	  down,	  60%	  up 8% 45% 6% 8%

Govena	  (DC) TE40W-‐DIMM-‐LED-‐IP64 Electronic 17% 46% 8% 12% 40%

Hytronik HE4030-‐A Electronic 2%

iGuzzini 1.193.908.00 Electronic 0% 46% 18% 20% 41%

Meanwell PWM-‐90-‐12 Electronic 4/6/16

Mode MOE-‐105-‐D-‐240 Electronic 41%

Nobile EN-‐150 Electronic 19% 37% 0% 12% 8%	  down,	  44%	  up 9% 33% 10% 10%

OSRAM ET-‐PARROT	  70 Electronic 14% NC 9% 22% NC 5% 31% 5% 10%

OSRAM Halotronic	  HTI	  DALI	  105	  230-‐
240

Electronic 1,4	  lamps:	  
NC

OSRAM HTM	  70 Electronic 15% 27% 4% 77% 12% 27% 51% 7% 46%

OSRAM HTM	  105 Electronic 14% 24% 10% 86% 32% 7% 28% 5% 67%

OSRAM HTM	  150 Electronic NC 42% 9% 67% NC NC 47% 3% 56%

OSRAM HTN	  75	  230/240	  I Electronic 12% 49% 9% 16% 48%

Philips Certaline	  60 Electronic 16% 30% 10% 15% 4% 6% 24% 8% 11%

Philips Primaline	  105 Electronic 16% 36% 0% 12% 9% NC 52% 6% 7%

Philips Primaline	  70 Electronic 19% 40% 0% 29% 8% 4% 74% 5% 56%

Transtec HP-‐300 Magnetic

VARILIGHT YT50 Electronic 17% 29% 13% 6% 6% 6% 33% 7% 8%

VARILIGHT YT50LZ Electronic 8% 26% 9% 3% 20%

Vossloh	  Schwabe 60.8159	  (with	  
potentiometer) Electronic 27%

DC 12V 1% 1%
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Europe

BLV 45600101 Electronic 35% 47% 18% 8% 13% 7% 7% 16% 6% 7% 7% 15% 17% 8% 12% 12% 14%

iGuzzini 1.193.908.00 Electronic NC

Transtec HP-‐300 Magnetic 16% 24%

VARILIGHT YT50LZ Electronic 14% 8% 6% 7% 8% 6% 16% 9% 6% 30% 15% 17% 7% 10% 4%

Notes:	  Compatibility	  tests	  are	  conducted	  by	  Soraa	  only	  as	  guidance	  for	  the	  user
All	  tests	  are	  conducted	  under	  bench	  conditions;	  results	  may	  differ	  from	  test	  results	  depending	  on	  conditions	  at	  the	  application	  site
Results	  may	  vary	  due	  to	  variability	  in	  component	  choices	  and	  manufacturing	  processes	  by	  the	  dimmer	  or	  transformer	  manufacturer
The	  lamp	  load	  (or	  number	  of	  lamps)	  should	  meet	  minimum	  load	  requirement	  of	  respective	  dimmer.

Dims	  to	  <	  20%
NC Not	  Compatible
Blank	  cell Not	  tested


