
Item Number

1003273

Legacy Number

03022

Product Description

An industrial strength, low viscosity super penetrant designed to quickly loosen and free seized, bound or

frozen fasteners. Quickly permeates rust, scale, gum, grease and corrosion. Outperforms the competition as

veri�ed by independent tests.

Applications

Nuts and bolts, pins, screws, bushings, clips, hinges, snaps, lugs, caps, locks, washers and sliding mechanisms.

Unit Package Description

5 Gallon Pail

Brand

CRC

Generic Description

Penetrating Solvent

Net Fill

5 Gal

ATTRIBUTES

Americas PDS Database  CRC Knock'er Loose Penetrating Solvent
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UPC Code

78254030227

Unit Dimensions

13.75H x 11.25W x 11.25D in

Units Per Case

1

Case Dimensions

13.8H x 11.3w x 11.3D in

Cases per pallet USA

24

Appearance

Reddish Liquid

Base Type

Petroleum

Flash point (F)

147°F

Flash point (C)

64°C

Flammability Class - CPSC

Combustible

Spec Gravity Concentrate

0.86

KB Value

61

Plastic Safe

No

Film Type

Non-Drying Oil

Evaporation Rate

Moderate

Dielectric Strength

35,200 Volts

Timken Ok Load (lbs)

N/A

Propellant

None

NSF Category Code



H2

NSF Number

132080

DOT Proper Shipping Name

Not Regulated

4 Ball EP

N/A

4 Ball Wear

N/A

Drop Point

N/A

pH

N/A

SAE Grade

N/A

Water Washout

N/A

VOC % (Consumer Product def)

24

VOC g/L (Consumer Product def)

206.4

VOC lbs/gal (Consumer Prod def)

1.7

VOC Category

Penetrant

Removal (How To)

Remove with petroleum distillates.


