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    Payload:  2 kg x 2 arms

    Axes:  4 x 2 arms

  Reach:  760 mm

 Repeatability:  ±0.05 mm

duAro
    Payload:  5 kg

    Axes:  7

  Reach:  660 mm

 Repeatability:  ±0.1 mm

MS005N
    Payload:  4 kg

 Axes:  6

  Reach:  506 mm

 Repeatability:  ±0.05 mm

MC004N
    Payload:  Wrist 15 kg, Arm 25 kg

    Axes:  7

  Reach:  3,100 mm

 Repeatability:  ±0.5 mm

KJ314
    Payload:  Wrist 15 kg, Arm 25 kg

    Axes:  6

  Reach:  2,640 mm

 Repeatability:  ±0.5 mm

KJ264 FLOOR / SHELF / WALL

    Payload:  5 kg

    Axes:  6

  Reach:  1,240 mm

 Repeatability:  ±0.2 mm

KF121
    Payload:  180/ 300 / 500/700 kg

    Axes:  4

  Reach:  3,255 mm

 Repeatability:  ±0.5 mm

CP180L / 300L / 500L / 700L
    Payload:  Wrist 15 kg, Arm 25 kg

    Axes:  6

  Reach:  1,940 mm

    Repeatability:  ±0.5 mm

KJ194 FLOOR / SHELF / WALL

    Payload:  80 kg

    Axes:  5

  Reach:  2,100 mm

 Repeatability:  ±0.07 mm

RD080N

 Payload:  200 kg

  Axes:  6

   Reach:  3,151 mm

    Repeatability:  ±0.08 mm 

BT200L
 Payload:  250 / 300 kg

  Axes:  6

   Reach:  2,812 mm

    Repeatability:  ±0.07 mm 

BX250L / 300L
 Payload:  165 kg

  Axes:  6

   Reach:  2,325 mm

    Repeatability:  ±0.06 mm 

BX165N
 Payload:  130 kg

  Axes:  6 

   Reach:  2,991 mm

    Repeatability:  ±0.06 mm 

BX130X
 Payload:  100 / 165 / 200 kg

  Axes:  6

   Reach:  2,597 mm

    Repeatability:  ±0.06 mm 

BX100L / 165L / 200L
 Payload:  100 kg

  Axes:  6

   Reach:  2,200 mm

    Repeatability:  ±0.06 mm 

BX100N
 Payload:  100 kg

  Axes:  6

   Reach:  1,634 mm

    Repeatability:  ±0.06 mm 

BX100S
 Payload:  6 kg

  Axes:  6

   Reach:  1,455 mm

    Repeatability:  ±0.06 mm 

BA006N
 Payload:  6 kg

  Axes:  6

   Reach:  2,036 mm

    Repeatability:  ±0.08 mm 

BA006L

    Payload:  1,000 / 1,500 kg 

    Axes:  6

  Reach:  4,005 mm

 Repeatability:  ±0.1 mm 

MG10HL / 15HL

    Payload:  500 / 700 kg

    Axes:  6

  Reach:  2,540 mm

 Repeatability:  ±0.5 mm 

MX500N / 700N

    Payload:  420 kg

    Axes:  6

  Reach:  2,778 mm

 Repeatability:  ±0.5 mm 

MX420L

    Payload:  350 kg

    Axes:  6

  Reach:  3,018 mm

 Repeatability:  ±0.5 mm 

MX350L

    Payload: 130 / 165 / 200 kg

    Axes:  6

  Reach:  3,230 mm

 Repeatability:  ±0.3 mm 

ZT130U / 165U / 200S

    Payload:  300 kg

    Axes:  6

  Reach:  2,501 mm

 Repeatability:  ±0.3 mm 

ZX300S

    Payload:  130 kg

    Axes:  6

  Reach:  2,951 mm

 Repeatability:  ±0.3 mm 

ZX130L

    Payload:  130 / 165 / 200 kg 

    Axes:  6

  Reach:  2,651 mm

 Repeatability:  ±0.3 mm 

ZX130U / 165U / 200S
    Payload:  110 / 165 / 210 kg

    Axes:  6

  Reach:  2,699 mm

 Repeatability:  ±0.05 mm 

CX110L  / 165L  /  210L

 Payload:  30 / 50 / 80 kg

  Axes:  6

   Reach:  2,100 mm

       Repeatability:  ±0.06 mm 

RS030N / 050N / 080N
 Payload:  20 kg

  Axes:  6 

   Reach:  1,725 mm

    Repeatability:  ±0.04 mm 

RS020N
 Payload:  15 kg

  Axes:  6

   Reach:  3,150 mm

    Repeatability:  ±0.06 mm 

RS015X
 Payload:  10 kg

  Axes:  6

   Reach:  1,450 / 1,925 mm

    Repeatability:  ±0.03 / 0.05  mm 

RS010N / 010L
 Payload:  7 kg

  Axes:  6

   Reach:  730 / 930 mm

    Repeatability:  ±0.02 / 0.03 mm 

RS007N / 007L
 Payload:  6 kg

  Axes:  6

   Reach:  1,650 mm

    Repeatability:  ±0.03 mm 

RS006L
 Payload:  5 kg

  Axes:  6

   Reach:  903 mm

    Repeatability:  ±0.03 mm 

RS005L / RC005L
 Payload:  5 kg

  Axes:  6

   Reach:  705 mm

    Repeatability:  ±0.02 mm 

RS005N
 Payload:  3 kg

  Axes:  6

   Reach:  620 mm

    Repeatability:  ±0.02 mm

RS003N
 Payload:  3 kg

  Axes:  4

   Reach:  1,300 mm

    Repeatability:  ±0.1 mm 

YF003N
 Payload:  2 kg

  Axes:  4

   Reach:  600 mm

    Repeatability:  ±0.04 mm

YF002N
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Note:  Clean room robot information available separately.

Kawasaki Robot KawasakiRobotics.com

DUAL-ARM SCARA ROBOT
collaborative

MEDICAL & PHARMACEUTICAL ROBOTSPAINTING ROBOTS - explosion-proof   K SERIESPALLETIZING ROBOTS - up to 700 kg

SPOT WELDING ROBOTS   B SERIESHOLLOW WRIST ARC WELDING ROBOTS

EXTRA LARGE PAYLOAD ROBOTS - up to 1,500 kg   M SERIESLARGE PAYLOAD ROBOTS - up to 300 kg   CX SERIES & Z SERIES

SMALL TO MEDIUM PAYLOAD ROBOTS - up to 80 kg   R SERIES PICK & PLACE ROBOTS   Y SERIES
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Kawasaki Robot

Lineup

Cat. No. LU1902 M] Materials and specifications are subject to change without notice.

ISO certified in Wixom, Michigan U.S.A.

CAUTIONS TO BE TAKEN 
  TO ENSURE SAFETY

l For those persons involved with the operation / service
of your system, including Kawasaki Robot, they must
strictly observe all safety regulations at all times.  They
should carefully read the Manuals and other related
safety documents.

l Products described in this catalogue are general
industrial robots.  Therefore, if a customer wishes to use
the Robot for special purposes, which might endanger
operators or if the Robot has any problems, please
contact us.  We will be pleased to help you.

l Be careful as Photographs illustrated in this catalogue
are frequently taken after removing safety fences and
other safety devices stipulated in the safety regulations
from the Robot operation system.

Kawasaki RobotKawasaki Robotics (USA), Inc.
Corporate Headquarters for Americas
28140 Lakeview Drive, Wixom, MI 48393, U.S.A.
Phone: +1-248-446-4100 Fax: +1-248-446-4200

Global Network

Kawasaki Heavy Industries, Ltd.
Tokyo Head Office/Robot Division
1-14-5, Kaigan, Minato-ku, Tokyo 105-8315, Japan
Phone: +81-3-3435-6852 Fax: +81-3-3437-9880

Kawasaki Heavy Industries, Ltd. 
Akashi Works/Robot Division
1-1, Kawasaki-cho, Akashi, Hyogo 673-8666, Japan
Phone: +81-78-921-2946 Fax: +81-78-923-6548

Kawasaki Robotics (UK), Ltd.
Unit 4 Easter Court, Europa Boulevard, Westbrook Warrington 
Cheshire, WA5 7ZB, United Kingdom
Phone: +44-1925-71-3000 Fax: +44-1925-71-3001

Kawasaki Robotics GmbH
Im Taubental 32, 41468 Neuss, Germany
Phone: +49-2131-3426-0 Fax: +49-2131-3426-22

Kawasaki Robotics Korea, Ltd.
43, Namdong-daero 215beon-gil, Namdong-gu 
Incheon, 21633, Korea
Phone: +82-32-821-6941 Fax: +82-32-821-6947

Kawasaki Robotics (Tianjin) Co., Ltd.
Bldg 3, No.16, Xiang’an Road, TEDA, Tianjin 300457, China
Phone: +86-22-5983-1888 Fax: +86-22-5983-1889

Kawasaki Motors Enterprise (Thailand) Co., Ltd.
Rayong Robot Center
119/10 Moo 4 T. Pluak Daeng, A. Pluak Daeng, Rayong 21140, Thailand 
Phone: +66-38-955-040-58 Fax: +66-38-955-145

KawasakiRobotics.com

866-4-WERNER 
WernerElectric.com


