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Masonry Boxes

Block-Loc™ Masonry Boxes

Block-Loc™ Applications

•	 For power and data outlets in 
masonry block walls

Block-Loc™ Features

•	 Integral brackets securely hold 
power and data outlets to 
concrete block from front and 
back in masonry block walls

•	 Quick and accurate positioning

•	 Break off front tabs

Compliance

•	  
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Block-Loc Masonry Boxes

Catalog 
# Description

Cubic 
Inches
(CM3)

Knockouts
Std. 
Pkg.

Bar
CodeSides

Conduit
Ends

Conduit
Bottom 
Conduit

689B 3-1/2" deep 1-gang, 
gangable

22.5 
(368.7) 4 TKO® 2 TKO® 2 TKO® 18 IIIIIIII

695B 3-1/2" deep 1-gang, 
welded

22.5 
(368.7) 4 Conc. 4 Conc. 2 Conc. 18 IIIIIIII

696B 3-1/2" deep 2-gang, 
welded

45.0 
(737.4) 4 Conc. 8 Conc. 4 Conc. 12 IIIIIIII

697B 3-1/2" deep 3-gang, 
welded

67.3 
(1102.8) 4 Conc. 12 Conc. 3 Conc. 12 IIIIIIII

698B 3-1/2" deep 4-gang, 
welded

89.8 
(1471.6) 4 Conc. 16 Conc. 4 Conc. 6 IIIIIIII

786B 4" Sq. 1-gang tile cover, 
2" deep

14.5 
(237.6) — — — 25 IIIIIIII

796B 4" Sq. 2-gang tile cover, 
2" deep

20.5 
(335.9) — — — 20 IIIIIIII

899B 4-11/16" Sq. 1-gang tile 
cover, 2" deep

16.0 
(262.2) — — — 12 IIIIIIII


