
"Top" of base ring 
is marked "Top"

WARRANTY: Thomas & Betts sells this product with the understanding that the user will perform all necessary tests to determine the suitability of this product for 
the user's intended application.  Thomas & Betts warrants that this product will be free from defects in materials and workmanship for a period of two (2) years 
following the date of purchase. Upon prompt noti�cation of any warranted defect, Thomas & Betts will, at its option, repair or replace the defective product or 
refund the purchase price.  Proof of purchase is required. Misuse or unauthorized modi�cation of the product voids all warranties.

Limitations and Exclusions:  THE ABOVE WARRANTY IS THE SOLE WARRANTY CONCERNING THIS PRODUCT, AND IS IN LIEU OF ALL OTHER 
WARRANTIES EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH ARE SPECIFICALLY DISCLAIMED. LIABILITY FOR BREACH OF THE ABOVE WARRANTY IS LIMITED TO COST OF 
REPAIR OR REPLACEMENT OF THE PRODUCT, AND UNDER NO CIRCUMSTANCES WILL THOMAS & BETTS BE LIABLE FOR ANY INDIRECT, SPECIAL, 
INCIDENTAL OR CONSEQUENTIAL DAMAGES.
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Mud Box
Installation Instructions

®

MUD BOX INSTALLATION
1.  Important: Base ring must be mounted to the 

surface with "Top" portion of base ring facing 
upward so box cover can snap into base ring.
Note: "Top" of base ring marked "Top" (Figure 1).

2. Use (4) 4D nails to attach the base ring to 
mounting surface. Use the four (4) holes located 
on the perimeter of the base ring (Figure 1).

3. Knockout locaters must be used when removing 
knockouts. Place screw driver blade above 
locater bar and below tab. Strike the screw driver 
handle with a swift blow with sidecutters or 
hammer to remove knockout (Figure 2).

4. Orient mud box cover as desired on 45° axis 
(Figure 3).

5. Insert mud box cover tabs into base ring 
mounting �ange clips. Press down until mud box 
tabs engage into base ring clips for a �ush �t 
(Figure 4).
Note: Once the cover is mounted on to base 
ring it will not come apart.

MUD BOX COMPONENTS
Base Rings

Covers

Base Ring

Base Ring with ground lug

Box Cover 21/2" deep with 1/2" knockouts
Box Cover 21/2" deep with 3/4" knockouts

Box Cover 4" deep with 1/2" knockouts
Box Cover 4" deep with 3/4" knockouts
Box Cover 4" deep with 1" knockouts

Part No. A861

Part No. CA861 G 

Part No. A862D
Part No. A862E

Part No. A864D
Part No. A864E
Part No. A864F
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