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DIMMABLE A19 
CCT SELECTABLE
E26 BASE
The Standard A19 CCT selectable dimmable lamps offer an innovative lighting solution for both residential and commercial spaces. 
With a high CRI of 90, these lamps provide a comfortable, true-to-life lighting experience.These versatile bulbs combine performance and 
energy efficiency to meet all your lighting needs.

Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com
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A19 CCT selectable
70618 A19/5.5W/5CCT/STD 5.5 E26 120 2 700/3 000/3 500/4 000/5 000 Frost 90 25 000 450 40 Yes 1/50
70619 A19/8.5W/5CCT/STD 8.5 E26 120 2 700/3 000/3 500/4 000/5 000 Frost 90 25 000 800 60 Yes 1/50
70620 A19/12W/5CCT/STD 12 E26 120 2 700/3 000/3 500/4 000/5 000 Frost 90 25 000 1 100 75 Yes 1/50
70621 A19/13W/5CCT/STD 13 E26 120 2 700/3 000/3 500/4 000/5 000 Frost 90 25 000 1 600 100 Yes 1/50

A19 CCT selectable - 4 pack
70622 A19/8.5W/5CCT/STD 4P 8.5 E26 120 2 700/3 000/3 500/4 000/5 000 Frost 90 25 000 800 60 Yes 4/48
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DIMMABLE A19
E26 AND GU24 BASES
Combining a comfortable, pleasing atmosphere with energy efficiency is now possible with our smooth dimming LED lamps. Choose from our 
large selection of A type lamps while saving on energy and maintenance costs.
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Lumen values are derived from photometric testing
For a complete list of compatible dimmers, please visit www.standardpro.com
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A19 40 W equivalent 
69676 A19/S6/6W/27K/STD 6 E26 120 2 700 Frost 80 25 000 480 40 Yes 1/50
69677 A19/S6/6W/30K/STD 6 E26 120 3 000 Frost 80 25 000 480 40 Yes 1/50
69678 A19/S6/6W/40K/STD 6 E26 120 4 000 Frost 80 25 000 480 40 Yes 1/50

60 W equivalent 
69680 A19/S6/8W/27K/STD 8 E26 120 2 700 Frost 80 25 000 800 60 Yes 1/50
69681 A19/S6/8W/30K/STD 8 E26 120 3 000 Frost 80 25 000 800 60 Yes 1/50
69682 A19/S6/8W/40K/STD 8 E26 120 4 000 Frost 80 25 000 800 60 Yes 1/50
69683 A19/S6/8W/50K/STD 8 E26 120 5 000 Frost 80 25 000 800 60 Yes 1/50

60 W equivalent - 4 pack
69692 A19/S6/8W/27K/STD 4P 8 E26 120 2 700 Frost 80 25 000 800 60 Yes 4/48
69693 A19/S6/8W/30K/STD 4P 8 E26 120 3 000 Frost 80 25 000 800 60 Yes 4/48
70637 A19/S7/9.8W/40K/STD 4P 9.8 E26 120 4 000 Frost 80 25 000 800 60 Yes 4/48
70638 A19/S7/9.8W/50K/STD 4P 9.8 E26 120 5 000 Frost 80 25 000 800 60 Yes 4/48

60 W equivalent - GU24
69841 A19/S2/8W/27K/GU24/STD 8 GU24 120 2 700 Frost 80 25 000 800 60 Yes 1/50
69842 A19/S2/8W/30K/GU24/STD 8 GU24 120 3 000 Frost 80 25 000 800 60 Yes 1/50
69843 A19/S2/8W/40K/GU24/STD 8 GU24 120 4 000 Frost 80 25 000 800 60 Yes 1/50

75 W equivalent
69684 A19/S6/11W/27K/STD 11 E26 120 2 700 Frost 80 25 000 1 100 75 Yes 1/50
69685 A19/S6/11W/30K/STD 11 E26 120 3 000 Frost 80 25 000 1 100 75 Yes 1/50
69686 A19/S6/11W/40K/STD 11 E26 120 4 000 Frost 80 25 000 1 100 75 Yes 1/50
69687 A19/S6/11W/50K/STD 11 E26 120 5 000 Frost 80 25 000 1 100 75 Yes 1/50

100 W equivalent
69688 A19/S6/13W/27K/STD 13 E26 125 2 700 Frost 80 25 000 1 600 100 Yes 1/50
69689 A19/S6/13W/30K/STD 13 E26 125 3 000 Frost 80 25 000 1 600 100 Yes 1/50
69690 A19/S6/13W/40K/STD 13 E26 125 4 000 Frost 80 25 000 1 600 100 Yes 1/50
69691 A19/S6/13W/50K/STD 13 E26 120 5 000 Frost 80 25 000 1 600 100 Yes 1/50


