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Tractor/Utility Lamps – LED

4½" ROUND TRACTOR/UTILITY LAMPS – LED

• 12-48 Volts (0.71A @ 12V, 0.33A @ 24V)  • 4 x 3W Diodes 
•  Polymer Housing (Front), Die-Cast Black Aluminum Housing with built-in 

‘Heat Sink’ (Back) 
• Polycarbonate Lens
• Stainless Steel Hardware
• Thermal shock resistant  
• Reverse Polarity protected  • Spike protected  • IP66  • CE Certified   
• Dimensions: 4.72"Dia x 3.28"D  • 12mm Stud Size

Part No. Qty/Pkg

*725206 Lamp emits a Wide Flood Pattern. 440 Lumens 1 PC

*725206

4½" ROUND TRACTOR/UTILITY LAMPS – LED

• 10-80 Volts (1.1A @ 12V, 0.5A @ 24V)  • 4 x 3W Diodes   
• Aluminum Alloy Housing (Black)  • Polycarbonate Lens    
• Stainless Steel Hardware  • Housing acts as a built-in ‘Heat Sink’ 
• Dimensions: 4½"W x 5"H x 21/4"D  • 3⁄8" Stud Size

Part No. Qty/Pkg

*725201 Lamp emits a Spot Pattern. 500 Lumens 1 PC
*725201B Same as 725201 except 10 pcs per box 10 PCS

*725201

4½" ROUND TRACTOR/UTILITY LAMPS – LED

• 10-30 Volts  • 6 x 3W Diodes  • Die-Cast Hooded Aluminum Housing (Black)   
•  Polycarbonate Lens  • Stainless Steel Hardware  • Housing acts as a built-in 

‘Heat Sink’  • Mounting Brackets for Pedestal or Flush Mount provided  
• Dimensions: 4.56"W x 5.04"H x 1.89"D  • Stud Size: 5⁄16" 

Part No. Qty/Pkg

*725209 Lamp emits a Flood Pattern. 1.30A @ 12V. 0.6A @ 24V. 
1800 Lumens

1 PC

*725209B Same as 725209 except 10 pcs per box 10 PCS
*725211 Lamps emits a Spot Pattern. 1.30A @ 12V. 0.6A @ 24V. 

1800 Lumens
1 PC

*725211B Same as 725211 except 10 pcs per box 10 PCS
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