
The overflow  is designed with a secured 
gasket and a retainer nut that can be 
hand tightened. An enhanced faceplate 
simply snaps firmly  on without the use 
of unsightly screws or bolts.  

See reverse for details.

 AVAILABLE IN: ABS, PVC GREY or PVC FR-PRO GREY

Pop-Up or Lift & Turn available in Polished Chrome, 
Brushed Nickel and Matte Black for the Adjustable 
Angle Bath Waste and Overflow. Sold separately.

A modern design 
for simple installation

Secured 
Gasket

Retainer nut 
compatible with 

standard faceplates Snap on Faceplate 
- No tools required

Pop-up, or Lift & TurnPlug & Chain,

10˚

Adjusts 10˚ front to back and side to 
side matching different tub wall angles. 

Chrome Adjustable 
Angle Bath Waste 
and Overflow Kits

 CANPLAS® PLUMBING SOLUTIONS

Ask about 
our new Trim Kits
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Adjust
Joint rotates 
10˚ degrees 
in any direction 
to adjust to tub 
wall angle.
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Determine pipe length

Snap & Rotate
Simply snap and rotate the 
faceplate clockwise onto 
the retainer.

Turn
No screws or metal plates, 
simply tighten faceplate 
retainer by hand to secure.
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Chrome Finish

Trim Kits

Installation

Adjustable Angle Bath waste and overflow Kits
ABS (Black)
333854 Plug & Chain, Chrome
333856 Lift & Turn, Chrome 
333858 Pop Up, Chrome

Polished Chrome
332809PCL Lift & Turn
332809PCP Pop-Up

PVC (Grey)
323854 Plug & Chain, Chrome
323856 Lift & Turn, Chrome 
323858 Pop Up, Chrome

FR-Pro (Grey) 25-50 Flame & Smoke Rated
383854 Plug & Chain, Chrome
383856 Lift & Turn, Chrome 
383858 Pop Up, Chrome

Matte Black
332809MBL Lift & Turn
332809MBP Pop-Up

Sold Separately

Brushed Nickel
332809BNL Lift & Turn 
332809BNP Pop-Up


