
Phone : (450) 281-0581 | Toll free : 1 (855) 581-0581 | Fax : (450) 281-0588  | Email : support@tenzo.ca 

 

ETZST-50, ETZST-50/R35  
SPECIFICATION 

• PRESSURE BALANCED VALVE, 24 L/MIN [6,3 GPM] 
• 3 FUNCTIONS DIVERTER (SHARED ZONES) 
• 1/2” INLET FEMALE, BRAIDED HOSES 
• ANTI-SCALE HAND SHOWER, (HS-210-CR) 
• ANTI-SCALE BRASS BODY JETS 
• HAND SHOWER HOSE (SSH-150-CR)  
 
 

AVAILABLE OPTION 
- DIVERTER SPOUT ADD: -R35 

 
AVAILABLE FINISH 

- REFER TO THE CATALOG FOR AVAILABLE FINISHES 
 
 
ACCESSORIES 

ACCESSORIES ETZST-50 ETZST-50/R35 

SHOWER HEAD BJ-112-BC BJ-112-BC 

HAND SHOWER HS-210 HS-210 

SUPPORT HSH-103 HSH-103 

HOSE  SSH-150 SSH-150 

DIVERTER SPOUT HC-105 R-35 

 
FLOW RATE 

PRESSURE BALANCED VALVE 24 L/MIN [6.3 GPM] @ 60 PSI 
SHOWER HEAD 9.5 L/MIN [2.5 GPM] @ 60 PSI 
HAND SHOWER 9.5 L/MIN [2.5 GPM] @ 60 PSI 
JETS (4) 12.1 L/MIN [3.2 GPM] @ 60 PSI 
DIVERTER SPOUT 17 L/MIN [4.5 GPM] @ 60 PSI 
SPOUT  19.7 L/MIN [5.2 GPM] @ 60 PSI 

 
WARRANTY 
LIMITED LIFETIME WARRANTY ON CARTRIDGES (5 YEARS ON THE COMPONENTS) 
 

FOR MORE INFORMATION ABOUT THE PRODUCT, OR BEFORE PROCEEDING TO ANY 
INSTALLATION PLEASE CONSULT THE INSTALLATION MANUAL. 
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ETZST-50, ETZST-50/R35  
SPÉCIFICATION 

- VALVE À PRESSION BALANCÉE, 24 L/MIN [6.3GPM] 
- VALVE DÉVIATRICE 3 FONCTIONS (VOIES PARTAGÉES) 
- CONNEXION ½’’ FEMELLE AVEC BOYAUX TRESSÉS 
- DOUCHETTE EN PVC ANTICALCAIRE (HS-210-CR) 
- JETS DE CORPS (4X) EN LAITON ANTICALCAIRE 
- BOYAUX DE DOUCHETTE (SSH-150-CR) 

 

 
OPTION DISPONIBLE 
 

- BEC DE BAIN DÉVIATEUR AJOUTER : -R35 
 
FINIS DISPONIBLE 

SE RÉFÉRER AU CATALOGUE POUR LES FINIS DISPONIBLE 
 

ACCESSOIRES 
ACCESSOIRE ETZST-50 ETZST-50/R35 

TÊTE DOUCHE BJ-112-BC BJ-112-BC 

DOUCHETTE HS-210 HS-210 

SUPPORT HSH-103 HSH-103 

BOYAU  SSH-150 SSH-150 

BEC  HC-105 R-35 

 
DÉBIT 

VALVE PRESSION BALANCÉE 24 L/MIN [6.3 GPM] @ 60 PSI 
TÊTE DOUCHE 9.5 L/MIN [2.5 GPM] @ 60 PSI 
DOUCHETTE 9.5 L/MIN [2.5 GPM] @ 60 PSI 
JETS (4) 12.1 L/MIN [3.2 GPM] @ 60 PSI 
BEC DÉVIATEUR 17 L/MIN [4.5 GPM] @ 60 PSI 
BEC 19.7 L/MIN [5.2 GPM] @ 60 PSI 

 
GARANTIE 
GARANTIE A VIE SUR LES CARTOUCHES (5 ANS SUR LES COMPOSANTES) 
 

POUR PLUS D’INFORMATION SUR LE PRODUIT OU AVANT DE PROCÉDER À TOUTE 
INSTALLATION VEUILLEZ CONSULTER LE MANUEL D’INSTALLATION. 
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