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For further information please contact our team:

Body Construction Anodized aluminum, light weight, corrosion resistant

Lens Construction Polycarbonate, UV resistant

Standard Lens Semi-transparent light diffusion, 120º beam angle

Typical Install Surface mount with our standard mounting clips

Accessories End cap with holes (EC-H), end cap without holes (EC-NH), mounting clips (MC)

Other Mounting Options Self tapping screws, double-sided tape, adhesive (use best practices)

Additional Lens Options  Clear (CL), High Diffusion (HD), 30º Focused Beam (FB)

PRODUCT SPECIFICATIONS:
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Part # UT-PR-CF-8FT

Project

Type

Our anodized aluminum housing and polycarbonate lens 

ARMOR SE Series provides the perfect fit and protection 

for a complete install with our UNITI SE Series Light Engines*. 

In addition, it provides the required heat sinking to extend 

LED lifespan. The PC lens provides protection from dust and 

moisture while diffusing the light. This model is excellent for 

cabinetry, cove lighting, soffits, and much more.

*UNITI Light Engines and Power Supplies sold separately, please refer 

to applicable spec sheets for more information. All dimensions are  

approximate, please acquire product sample(s) for precise milling.

Lens Upgrade:Part #: End Cap: Mount Clip:

UT-PR-CF-8FT EC-H MCEC-NH

ORDERING  
INFORMATION:

ACCESSORY  
SELECTION:

Up to 8 ft standard length

CL HD FB

ARMOR SE Series
ALUMINUM HOUSING - CORNER FLAT
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