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NOTICE
• WaterSense® is a registered trademark of the U.S. Environmental Protection Agency
• Dimensions are for reference only. Measurements may vary ± 0.25" (6 mm).
• Flow rates are at 60 psi (414 kPa).
•   Designate Proper Finish Suffix.

BATHROOM FAUCET
 � CARAQUET® Single Handle Deck Mount
 � 1 or 3 Hole Sink Applications

STANDARD SPECIFICATIONS: 
 y Maximum flow rate 1.0 gpm (3.8 L/min)
 y One or three hole mount  

(188F- - Escutcheon optional, not included)
 y Ceramic Cartridge
 y Red/Blue indicator markings
 y Polymer braided flexible supply hose with 3/8” 

compression fitting
 y Models with no suffix have 50/50 push pop-up
 y Models with suffix “LPU” are less pop-up

Ø 2.1"
(38 mm)

7.9"
(185 mm)

Ø 2.1"
(38 mm)

2.25"
(57 mm)
Max.

19.3"
(490 mm)

3.2"
(81 mm)

6.5"
(165 mm)

7.6"
(193 mm)

1.5"
(38 mm)
Max.

2.1"
(53 mm)

3.2"
(81 mm)

4.25"
(108 mm)

COMPLIES WITH
 y ASME A112.18.1 / CSA B125.1

 

 y Verified compliant with 0.25% weighted average Pb 
content regulations

 y Indicates compliance to ICC/ANSI A117.1

 y EPA WaterSense® listed

SUBMITTED MODEL NO.:  ____________________________________________________________
SPECIFIC FEATURES: __________________________________________________________________

W22216 W22216-LPU
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AVIS
• WaterSenseMD est une marque déposée de l’Agence de protection de l’environnement des États-Unis.
• Les dimensions ne sont fournies qu’à titre de référence seulement. Les mesures peuvent varier de ± 0,25 po (6 mm).
• Tauxs de débit à 60 psi (414 kPa). 
•  Désigne le suffixe approprié de la finition.
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W22216 W22216-LPU

ROBINET DE SALLE DE BAIN
 � CARAQUETMC Poignée unique, installation sur le 

comptoir
 � Applications à 1 ou 3 trous

SPÉCIFICATIONS STANDARDS : 
 y Débit maximum 1,0 gpm (3,8 L/min)
 y Installation monotrou ou à 3 trous   

(188F- - Plaque de finition en option, non incluse)
 y Cartouche en céramique
 y Indicateur rouge/bleu
 y Boyau d’alimentation flexible en polymère tressé avec 

raccord de compression de 3/8 po
 y Les modèles sans suffixe sont dotés d’un bouchon-

poussoir 50/50.
 y Les modèles avec le suffixe « LPU » sont sans bouchon-

poussoir

CONFORME À
 y ASME A112.18.1 / CSA B125.1

 y Conformité vérifiée avec les réglementations de 
0,25 % de moyenne pondérée de teneur en plomb

 y Indique la conformité à ICC/ANSI A117.1

 y EPA WaterSenseMD

NO DE MODÈLE SOUMIS :  ___________________________________________________________
CARACTÉRISTIQUES SPÉCIFIQUES : _______________________________________________


