
P R O D U C T  P R O F I L E

•  Galvanized steel construction resists rust
•  Chip screen prevents clogging hoses

Model Part Number Description Dimensions

Sumpster SK10A7 Sumpster for use w/ submersible pump. Includes 12” rod, crow’s feet, 12” of 1/2” braided hose, and 1/2” ID to 1/2” NPT 
male connector.

5” x 4.25” x 4.63” (12.7 x 10.8 x 11.8 cm)

SK10A8 Sumpster for use w/ non-submersible pump. Includes 12” rod, crow’s feet, 12” of 1/2” braided hose, 1/2” female quick-
connect fitting, and magnet.

5” x 4.25” x 4.63” (12.7 x 10.8 x 11.8 cm)

Floating 
Sumpster

SK10B2.3S Floating Sumpster for use w/ submersible pump.. Includes float and chip screen on stainless steel pontoon assembly. 
Use “P” instead of “S”at end of P/N for plastic floats.

13” x 11” x 7” (33 x 28 x 18cm)

SK10B3.3S Floating Sumpster for use w/ non-submersible pump. Includes float and chip screen on stainless steel pontoon assem-
bly, 4’ braided hose, quick connect, and magnet. Use “P” instead of “S”at end of P/N for plastic floats.

13” x 11” x 7” (33 x 28 x 18cm)
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Zebra Sumpster®

Skimmer Attachments that Gobble Oil without Chips

TM

Shown for 
use with 

submersible 
pump

Floating Sumpster™
Stainless steel or plastic floats option

Sumpster™
Adjusts on rod and handles 3” level drop

•  Oil drawn over precision-formed hinge
•  Skims without air- great for foaming coolants
• Tempurature Rating: to 212°F (100°C)


