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Zebra® Machinist Mixers

MIX03 & MIX10 Series - Technical
Specifications
Power: Water pressure 
Pressure Range: 25-75 psi
Viscosity, max.: 500 SUS
Discharge Tube: 40” (101 cm) long (max length for delivery), polyvinyl
Material, Body: Machined, cast bronze, or stainless steel
Material, Standpipe: Steel or stainless steel
Check Valve: Steel or stainless steel

3gpm Models 10gpm Models
Fittings, In: 3/8” NPT 1/2” NPT 
Fittings, Out: 1/2” NPT 3/4” NPT

Technology: Force-Flo™

Mixer Lockout

#MIXXLock

Water Limiter (#MIXXWL.1)

MIX03 & MIX10 Series - Replacement Parts
& Accessories

MIXSSCV3 Check Valve for 3 gpm Machinist Mixer 
MIXSSCV10 Check Valve for 10 gpm Machinist Mixer 
MIXXWL.1 Water Limiter, 15-150 adjustable PSI range
MIXXLOCK Lockout for Machinist Mixers to prevent tampering 
MIXSF3 Swivel Fitting for 3gpm Machinist Mixers, for garden 

hose inlet connection
MIXSF10 Swivel Fitting for 10gpm Machinist Mixers, for garden 

hose inlet connection




